A NOTE FROM HUD-SON

Thank you for your purchase of a Conveyor from Hud-Son Forest Equipment. We are pleased that you chose us as your supplier of your forestry equipment.

Hud-Son Forest Equipment has been in the forestry business since 1965 and prides itself on developing new and innovative products for the forestry business. Our product line is always transforming so please check us out on the web at www.hud-son.com for the up and coming developments we are making.

Should you have any questions with the set-up of your equipment or if you have any technical questions please feel free to contact our onsite technician Monday - Friday, 8 to 4:30 and Saturdays from 8 to noon eastern time at 800-765-7297. We are always available to our customers for any questions or concerns that you may have about your equipment.

CONTENTS

2 .................................................. A note from Hud-Son

3 .................................................. Introduction

4 .................................................. Safety

6 .................................................. Set Up

7 .................................................. Towing

8 .................................................. Care & Maintenance

7 .................................................. Parts & Warranty

12 .................................................. Three Year Warranty
INTRODUCTION
Purchaser Agreement

By accepting the delivery of your conveyor by Hud-Son Forest Equipment you agree that you will not modify your conveyor from it’s original assembly. This will VOID any warranty from Hud-Son Forest Equipment.

Please fill out the information for quick reference:

Dealer: ______________________________________________________________

Phone Number: ______________________________________________________

Address: ____________________________________________________________

Purchase Date: _______________________________________________________

Model: ______________________________________________________________

Serial Number: ________________________________________________________

This manual is filled with the latest information and specifications at the time of publication. We have the right to make changes as they are needed. Any of the changes in our product may cause a variation between the illustrations and explanations in the manual and the item that you have purchased.
Safety Guidelines
The reason for the safety section is to inform the operators and maintenance personnel, the precautions that should be taken while operating or servicing the Hud-Son Mills. Please use good judgement and keep safety in mind when operating Hud-Son machinery. Please read and follow ALL the instructions in this manual before operating the Hud-Son Mill safely at all times. These instructions were produced for your benefit. Your ability to understand and follow the instructions is essential for the safe operation of this product. Always call your servicing dealer if you are in doubt before operation of any kind.

General Safety Procedures
1 - Always wear safety glasses, ear protection, and gloves while operating or servicing the machine.

2 - Keep all body parts and foreign objects away from all moving parts. Do not reach into the machine while it is still operating. (Be Sure The Machine Is OFF.)
3 - Do not attempt to override any safety features on the machine.
4 - Inspect the machine before every use for wear, damage, and that it’s functioning correctly. If the machine has been damaged or is not running correctly, **DO NOT** attempt to operate the machine. Repair or replace all parts when necessary.
5 - Do not wear loose clothing or jewelry while operating or servicing the machine.
6 - All replacement parts should be of the same specifications as the original parts on your Hud-Son machine.
7 - All guards and covers must be in place before operating the machine.
8 - Before starting the machine be sure that it is set up properly.
9 - **DO NOT** operate or service any machinery while under the influence of drugs or alcohol, while tired or if you are unable to control your movements.
10 - All worn or damaged decals should be replaced.
11 - Any modifications to the machine requires written approval from Hud-Son Forest Equipment.
12 - The conveyor should only be used when it is on level stable ground.

The safety rules are made for the benefit of the persons operating and servicing the machine, to prevent injury to oneself or others. Please review all setup and operating procedures before attempting to run the machine, whether covered in this manual or not, to ensure the safest operation of this product.
CAUTION
BEFORE, DURING AND AFTER OPERATION

Check the engine compartment for sawdust and wood trash build up in and around the engine compartment and the exhaust area to prevent any possible fires from starting due to excessive build up. Always clean the sawdust out from under the machine after shut down and be sure there is no sawdust build up near or around the muffler area.

Hud-Son Forest Equipment is not liable for damage to property or personal injury due to the failure of any person and/or operator to follow the instructions and recommendations set forth in this manual or any other instructions or recommendations contained in other literature issued by other vendor manuals in the operator's kit.

Product Safety Decals
The decals below are used on the Hud-Son conveyors to identify warnings and prohibited actions. It is very important that you understand the meaning of the decals for your safety and the safety of others. Decals are to be replaced if worn or illegible.

<table>
<thead>
<tr>
<th>CAUTION</th>
<th>DANGER</th>
</tr>
</thead>
<tbody>
<tr>
<td>Operating equipment without guards may cause personal injury or damage.</td>
<td>Be careful around any rotating parts, that may cause personal injury or damage.</td>
</tr>
<tr>
<td>Be EXTRA careful around these areas, unsafe practices may cause personal injury or damage.</td>
<td></td>
</tr>
<tr>
<td>All debris need to be removed from machine before transporting, failure to do so may cause personal injury or damage.</td>
<td></td>
</tr>
</tbody>
</table>

Notice - Please remember to send in warranty card and information.
SAFETY

• Wear safety equipment when operating conveyor
• Goggles
• Hard hat
• Gloves
• Etc.
• Never operate conveyor under influence of drugs or alcohol.
• Keep area under conveyor clear of obstructions
• Do not allow kids to operate or play around conveyor
• Do not stand under conveyor while it is running
• Do not put hands on running belts or chains
• Never run without guards in place

TOWING

• Requires a 2 inch ball for towing
• Be sure conveyor is set at towing position with jack pressure screw released.
• Make sure conveyor is empty no debris or material that may fall off
• Use safety chains while traveling
• Use safety flags to properly mark conveyor while traveling on road
• Support legs should be raised completely and secured with the locking bolts.
• Raise the hitch by turning jack to a height higher than the ball on the receiver (always use a 2"ball)
• With latch in raised position on the hitch of the conveyor, center ball directly underneath. Once in position lower the conveyor onto ball completely. Latch hitch being sure it is latched completely. Attach safety chains to receiver.
• Pull pin from jack and put in horizontal position and attach pin.
BEFORE OPERATION

- Have conveyor on level ground completely lowered off the jackstand
- Check gas and oil levels
- Be sure conveyor is stable
- Block wheels to prevent rolling
- Make sure area under conveyor is clear of any obstructions
- Lower support legs and secure with locking bolts
- Look over conveyor to assure everything is in proper working order.
- Make sure belt or chain is clear for easier start up.

MAINTENANCE AND ADJUSTMENTS

- Do not over grease the bearings
- Grease bearings with single pump after 40 hours of use
- Keep sliders greased
- Keep pivot point at height adjustment greased
- Engine - See engine manual

WARRANTY

- Motor - 2 years
- Conveyor - 6 months against manufacturer defects

ADJUSTING BELT/CHAIN OPERATING CONVEYOR

- Set conveyor at desired speed
- Make sure conveyor is running properly before loading
- While conveyor is running be sure there is nothing underneath the drop point.
- Depending on speed you are loading the conveyor determines the speed you set the belt or chain.
- Be sure not to block opening of the conveyor

HEIGHT ADJUSTMENT

- To reach desired height remove jack handle from holder and attach to jack and pump until at height wanted
- To lower conveyor take jack handle and attach to release valve and turn slowly.
- Note: Turning release valve too quickly could cause conveyor to drop too fast and may cause injury
- HUD-SON C32B Conveyor - with the 32 ft. conveyor stabilizer arms must be unpinned and removed before raising height.
• How do you adjust tracking
• If belt or chain loosens adjust from top of conveyor (do not adjust from bottom)
• Use ¼ turn at a time until belt or chain is realigned.

THE HYDRAULIC LIFT JACK

WHEN THE HYDRAULIC LIFT JACK IS NOT IN USE, THE PRESSURE SHOULD BE RELEASED SO THAT THE CYLINDER ROD IS STORED INSIDE THE CYLINDER TUBE.

IF THE HYDRAULIC JACK ROD NEEDS TO BE LEFT OUTSIDE IN THE WEATHER UNDER PRESSURE AND EXTENDED, THE ROD SHOULD BE COVERED

WITH GREASE SMEARED ONTO THE ROD OR A SPRAY LUBRICANT SHOULD BE APPLIED. THIS WILL KEEP THE ROD FROM RUSTING AND PITTING WHILE OUTSIDE THE TUBE. A RUSTED OR PITTEN ROD WILL WEAR THE TUBE SEAL OUT AND THE HYDRAULIC JACK WILL FAIL. IF THE ROD IS RUSTED OR PITTEN, THEY WILL NOT BE COVERED UNDER WARRANTY.
A routine inspection of the entire machine is encouraged. Check to see if all fittings are tight and secure. Make sure all nuts are tightened. Check to see if there is any damage that may need to be repaired before further damage occurs. Routinely checking the equipment and proper maintenance will help keep the Hud-Son conveyor running to the best of its ability.

**Parts and Warranty**

**Warranty:**
Warranty registration cards must be completed and returned to Hud-Son Forest Equipment within 30 days of purchase. Failure to do so will void the warranty. Also altering the mill in any way will void the warranty.

Warranty claims must be registered with the Dealer/Distributor, and defective parts must be returned to the Dealer/Distributor at the owner's expense. The Dealer/Distributor will assume cost of the shipping one way in regards to any warranty claim. Freight is standard UPS ground. Any expedited services are at an additional charge and will be paid in full before shipping at the owner's expense. The shipping cost of warranty/parts out of the continental USA, will not be covered under warranty. The labor charge out of the continental USA is also not covered under warranty.

Fuel system problems caused by the failure to use fresh fuel (less than 30 days old)) - Gummy deposits, varnish and/or corrosion due to gas are not covered by warranty. Since we have no control over the quality of gasoline and we know it deteriorates with age, the warranty defines “fresh” fuel as less than 30 days old.

**Warranty Claim Procedure**
All warranty claims that are done in the field must be handled as follows:

1. Customer must call the Dealer/Distributor and acknowledge the problem.
2. If the problem can be solved in the field, new parts will be shipped, invoiced and paid for. A credit will be given once the old parts are returned, if covered by warranty.
3. Parts to be replaced must be returned at the owner's expense within 30-days to receive credit.
4. If the problem is deemed too severe to be fixed in the field by the customer, then the customer must bring the conveyor at the owner's expense to the closest Hud-Son Dealer/Distributor for repair.
5. If the problem is not a warranty problem, the customer will be charged for the parts replaced and the labor time spent repairing unit.

6. Any modification to the conveyor that is performed by any personnel other than Hud-Son Forest Equipment direct staff voids the warranty.
7. Any parts that are replaced without the discretion of the Dealer/Distributor voids the warranty on the part the customer is replacing and no reimbursement will be made.
8. Parts purchased by the customer from an outside source, without prior approval from Hud-Son Forest Equipment, Inc will NOT be reimbursed.

**ALWAYS CALL YOUR SERVICING DEALER FIRST!**
Dealers/Distributors carry parts and are very knowledgeable with the inner workings of your conveyor. Remember that modifying your conveyor or using parts that are not Hud-Son Forest Equipment approved, can void your warranty. No warranty on labor or shipping.

**Warranty/Service Information:**
Please contact our warranty department with any issues or to reorder parts.
Phone: 1-800-765-SAWS Hours of Operation: M-F 8:00-4:30; Saturday 8- NOON est
HUD-SON FOREST
EQUIPMENT WARRANTY

3 YEAR CONSUMER HOME OWNER
1 YEAR COMMERCIAL USE

Hud-Son Manufactured Products are warranted to be free of manufacture defects in materials and workmanship under normal use and service for a period of time from the purchase date of invoice. Warranty is limited to the repair of the product and/or parts needed or replaced.

HUD-SON FOREST EQUIPMENT WARRANTY
DOES NOT COVER THE FOLLOWING CONDITIONS:

A - Down time or loss of funds, money, and income during repair time.

B - Machines or parts lost or damaged during shipments or handling/shipping companies. Warranty does not cover shipping costs or next day air costs.

C - Normal service wear items such as, but not limited to: V-belts, air filters, fuel filter, oil filters, blades, cutting item, any item that requires servicing.

D - Modifications, alterations, tampering repairs done elsewhere other than by an authorized Hud-Son Forest Equipment Dealership.

E - Products manufactured by other manufacturing companies, such as, but not limited to: Engine and Hydraulic Components.

F - Customer is responsible to return defected parts to the Dealer or HFE at their expense. (If requested)

G - Warranty registration is required to process claims. If warranty registration is not on file a copy of the original invoice may be required before processing claims.

Components used on Hud-Son Forest Equipment products that are manufactured from another company such as, but not limited to engines, pumps, valves, hydraulic components, applies to that Manufacturer’s Warranty Policy.

"Register Your Warranty Online" at: www.hud-son.com/warranty
NOTES:

DISPUTES - All disputes, claims and causes of action arising out of the delivery, use, or warranty claims for personal injury and or property damage must:

1. Claimant must provide a written notice of the claim or dispute to the company (at the address below) at least 30 days after the claim arose prior to commencement of any action;

2. Company has 60 days to make a decision on the claim and will provide a written response to claimant;

3. No action may be commenced until after the company has provided its decision on the claim;

4. All claims against the company for any cause related to delivery, design defects, repairs, use of the equipment or warranty shall be filed in Supreme Court, Oneida County, State of New York. The parties may file for Arbitration in Oneida County New York after consent by both parties.

5. Construction and interpretation of this agreement and any and all claims shall be subject to the Laws of the State of New York.

6: The address for submission of claims is:
   Hud-Son Forest Equipment
   PO Box 345 8201 State Route 12
   Barneveld, NY 13304

Notices under this agreement must be in writing and sent by certified or registered mail;
Thank you for choosing

HUDSON
FOREST EQUIPMENT

PO Box 345
8201 State Rt. 12
Barneveld, NY 13304

We have an onsite technician available to answer any questions